Diffusion-weighted magnetic resonance spectroscopy boosted by simultaneously acquired water reference signals. by Döring, André et al.
Phase Correction (PhCor)
Frequency drift Correction (FrCor)
Eddy current Correction (EcCor)

















































































































Figure S2:  Illustration of effects of  the different signal processing  steps on ADC estimation  in  the  stationary phantom. A) 
includes  the  numerical  data  for  metabolites  and  water  signals.  The  water  ADC  stays  almost  constant  during  signal 















Asp GABA Tau Etn PE Cr PCr Glu NAA NAAG mI sI Glc PCho GPC GSH MM
1.2 0.6 2.2 0.6 1.4 0.9 1.5 1.3 1.0 1.3 1.0 1.3 2.7 1.5 0.6 0.29
1.3 0.7 2.2 0.8 1.3 0.8 1.2 1.3 1.0 1.6 0.9 0.9 2.7 1.5 0.5 0.28
5 5 6 7 4 5 6 9 10 8 9 9 4 6 10 7
2.2 1.6 2.9 1.3 2.2 1.4 1.1 2.0 1.5 1.7 1.6 1.8 3.3 2.1 1.2 0.62
1.9 1.1 2.8 1.5 2.4 1.3 1.1 2.0 1.4 1.5 1.7 1.4 3.2 2.2 1.0 0.57
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Subject No. 2 (64 acquisitions)



























large  spread of  signal amplitude  represents a  case where motion  seems  to have a  large effect, while on  the  right most 
acquisitions yield signal  levels near the maximum, while only a minor portion of acquisitions seems affected by motion.  In 
both cases, the distribution of amplitudes  is non Gaussian and the maximum attainable signal  is visually well defined and 
well represented using the described percentile criterion. In both cases (and this is valid for the whole cohort) the standard 
deviation of acquisitions within the top 15th percentile is between 1 and 3%. 
 
